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1145 Winches

USES
The 1145 is used in primary or secondary 
winch applications. 

FEATURES
1145 winches have 3 forward speeds, plus 
an optional independent backwind motor that 
turns the drum in the opposite direction to 
ease the loads before the sheet is released.

MATERIALS
Gears and pins are made with 17-4PH 
stainless steel for maximum strength 
and durability.

Winches are available in stainless, stainless/
aluminum or all aluminum. Aluminum can be 
gray-anodized by request.

INSTALLATION
Harken recommends professional installation.

MAINTENANCE
Clean and grease winches regularly as 
described in the product manual.

I N N O V A T I V E  S A I L I N G  S O L U T I O N S

The 1145 is a wide-body winch for use on 
megayachts. The wide drum allows sheets 
to be held securely under high loads and 
speeds line-retrieval when sheeting. Winches 
can be driven by electric or hydraulic power 
and come in self-tailing and top-cleat 
configurations. Features include strong 
17-4PH stainless steel gears, lightweight 
housing, and low-maintenance PEEK® roller 
bearings for durability and efficiency.

W I N C H  &  P E D E S T A L  S Y S T E M S

Part
No.

Gear ratio Power ratio
Fastener

circle
Fasteners

(SH)
1 2 3 1 2 3 in mm in mm

B1145.3ST 2.9:1 11.9:1 53.6:1 4.1:1 16.6:1 75.6:1 173/4 450 14 x 1/2 14 x 12
B1145.3TC 2.9:1 11.9:1 53.6:1 4.1:1 16.6:1 75.6:1 173/4 450 14 x 1/2 14 x 12

Part
No.

Ø
Height (H)

Weight
A/GGG

Line Ø Line entry
height (LE)Drum (D) Base (B) Min Max

in mm in mm in mm lb kg in mm in mm in mm
B1145.3ST 141/4 362 213/16 538 161/2 419 192.9 87.5 5/8 16 11/16 22 83/16 208
B1145.3TC 141/4 362 213/16 538 161/2 419 187.1 84.9 3/4 19 11/4 32 83/16 208

Recently redesigned for higher maximum working load and pulling loads

Optional base sheave 
enables cross sheeting


